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Pre-assembled and ready for use – here’s how it works:

The standard metering systems DULCODOS are the result of years of application-based development work at 
ProMinent. Reduce your costs by choosing these carefully designed standardised solutions, after all, you don’t 
have to reinvent the wheel every time.  
 
And they’re adaptable, too...

The standard metering systems DULCODOS can be individually customised according to requirements.



3
 www.prominent.com/

Technical Details

 Dosing tank: PE, 35-1,500 litres 
 Collection pan: PE, 35-1,500 litres
 Hand mixer/stirrer: PP, PVDF or stainless steel - with various outputs 
 Suction assembly: PP or PVC - with various connectors 
 Level switch for suction assembly: 2-stage 
 Drain tap: PP or PVC - with ball valve 
 Metering pump: beta/ X, gamma/ X, gamma/ XL, sigma X Control 

Type 1-3 

A complete tank-based system which is ideally suited to mobile applications.  

The pre-assembled system consists of components that have been perfectly matched to each other to ensure 
problem free operation. A range of different metering pumps can be fi tted depending on volume required. The 
dosing tanks and collection pans manufactured in-house ensure low system costs.

 Mobile solution for different and alternating places of use
 One freely selectable metering pump mounted on a  tank 
 Ready for connection with all the necessary accessories
 Short delivery times
 Excellent value for money
 Compact construction 
 Fast commissioning 
 Versatile use 

Metering System DULCODOS eco

Choose from a range of different components and 
adapt the metering system to your requirements

Your Benefi ts

more Info

Tank up to 1,500 l 
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Technical Details

 Metering pump: beta/ X, gamma/ X, gamma/ XL
 Pump volume: up to 75 l/h (10-2 bar) 
 Dimension: 
 1+1: 850 x 600 x 510 mm (H x W x D)
 2+1: 1,000 x 700 x 510 mm (H x W x D)
 2+2: 850 x 900 x 510 mm (H x W x D)

 Material combinations: PP/FKM or PVC/EPDM  
 With fl ushing connectors, calibration vessel, pressure gauge and ter-

minal box with master switch 
 Selectable pulsation dampener, hydraulic connectors, splash guard 

and base frame with machined feet 
 Metering pump: beta/ X, gamma/ X, gamma/ XL, sigma X Control 

Type 1-3 

The metering system DULCODOS universal mini PP combines reliable standard components, 
tailored precisely to your needs, in the most compact space. 

The ready to connect metering system is optionally available with up to two solenoid-driven or 
diaphram metering pumps. Also, the system is cost-effective and can be delivered extremely quickly.

   Reliable and precise metering of liquid chemicals with 
     diaphragm and solenoid-driven metering pumps 
 Systems with 1 or 2 pumps and 1 or 2 points of injection 
 Compact and well-arranged construction
 Wall mounting capabilities  

Metering System DULCODOS universal mini PP

Compact metering system meters liquid chemicals 
cost-effectively and reliably

Your Benefi ts

Up to 75 l/h (10 – 2 bar) pump 
volume depending on the pump 
selected

more Info
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The ready-wired metering system DULCODOS Compact is used for the ultra-precise metering of 
chemicals with motor-driven metering pumps. 

Thanks to its modular construction, the plug-and-play solution is ideal for replicable installations. With the 
optional design of a stainless steel assembly frame. The metering system is delivered ready to be mounted with 
quick and easy installation and start up.

Metering System DULCODOS Compact

Can be deployed in a modular fashion, as if using building blocks, 
with a motor-driven metering pump for precise metering

Technical Details

 Metering pump: Sigma X Control Type 1-3 up to 1,040 l/h
 Plastic or stainless-steel skid with collection pan: 

 PP in 700 x 1100 x 615 mm / SS in 684 x 1092 x 572 mm 
 Material combinations: 

PVC, PP or PVDF pipework and EPDM or FKM gaskets 
 Adhesives : Tangit DTX and Dytex 
 Hydraulic connectors: hose sleeves, welding/straight solvent unions, 

stainless steel straight unions
 Optional splash guard, pulsation damper, suction and deaeration 

device, fl ushing function, leak sensor, piping on suction side, 
manometer, returns into overfl ow vessels on discharge side and 
stainless steel base frame with machine feet

 Compact design for the smallest installation space
 Option of stringing several skids together in a row 
 Features (acid fume separator, suction aid, etc.) for 
 special applications (e.g. peroxides, sulphuric acid, 
 ammonia, etc.) 
 Very modular structure with optional features 

Your Benefi ts

Metering rate: 50 – 1,040 l/h

more Info
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Technical Details

 Compact design for the smallest installation space 
 Proper Food & Beverage dosing system for direct contact  
 According EU1935/2004  
 Features (acid fume separator, suction aid, etc.) for special 
 applications (e.g. peroxides, sulphuric acid, ammonia, etc.) 
 Materials resistant according to usual Cleaning-In-Place (CIP) 

The DSKb F&B version of the DULCODOS compact metering system is a specialised dosing solution 
tailored for the Food & Beverage industry. 

Engineered for compact installations, it features a single pump with dosing capacities ranging from 0.01 to 410 l/h, 
mounted on a PP or stainless steel skid. Its materials are chemically resistant and suitable for Cleaning-in-Place 
(CIP) procedures, ensuring hygiene and durability. The DULCODOS Compact F&B confi guration also integrates 
a splash guard, control cabinet, and food-grade certifi cation, making it ideal for precise and safe dosing in sen-
sitive production environments. 

    Pump capacity from few millilitres to 400 l/h 
 Metering of higher viscosities by peristaltic pump
 Plastic or stainless steel skid with collection pan:   
 PP in 700 x 1100 x 615 mm
 SS in 684 x 1092 x 572 mm

 Material combinations: PVC or PP pipework, EPDM or FKM 
gaskets , IR-welded and GF premium quality  

    Optional splash guard, rinsing connectors, 
      calibration vessels, pressure sensors and 
      leakage sensors

Metering System DULCODOS Compact F&B

Compact dosing system for direct food contact

Your Benefi ts

Metering rate: 0.01 – 410 l/h

more Info
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The DULCODOS Panel (DULCODOS Standard Water Cabinet) is developed to serve as fl exible and 
effi cient dosing solution - bridging the gab between standardised dosing station and fully customised 
engineering 
systems. 

Designed to accommodate up to three metering pumps in a 2+1 standby confi guration, the DULCODOS Panel 
offers reliable chemical dosing with a wide range of accessories and confi gurations tailored to various industrial 
applications. The system is available in multiple skid variants, with dimensions scaled to dosing volumes ranging 
from 
0 to 1,040 liters per hour. The DULCODOS Panel is also engineered for maximum mounting fl exibility and service 
friendliness, making it suitable for both indoor and outdoor installations. 

Metering System DULCODOS Panel

Can be deployed in a modular fashion, as if using building blocks, 
with a motor-driven metering pump for precise metering

Technical Details

 Metering pump: gamma/ X, gamma/ XL, Sigma X Control Type 1-3 
 Dimentions: 1,200/1,800 x 1,550-1,950 x 650 mm (W x H x D) 
 Material combinations: 

PVC-U or PVDF pipework, IR-welded and EPDM or FKM gaskets 
 Optional vacuum cylinders or siphon vessels, return for relief valve 

on the discharge side, splash guard, strainer, leakage sensor and 
fl ow meter 

 Reliable and precise metering of liquid chemicals with proven 
metering pumps from small to large  capacity 

 Systems up to 3 pumps combined (2+1 stand-by)  
 Pump mounting plates for easy service 
 Wide range of material resistances  

Your Benefi ts

Metering rate: 50 – 1,040 l/h

more Info



8
 www.prominent.com/

Typical Use Cases

 Standard skids come with 
pre-selected pumps, but others 
can be selected (e.g. Profi net 
pump)

 Installation of terminal box 
outside 

 Selecting different valves, 
injection point(s), seals, etc

 Modifi cations to mounting 
frame or making the skid 
larger or smaller  

The modifi ed DSUa, DSKb and DSWc confi gurations represent a strategic middle ground between 
ProMinent’s standard dosing stations and fully customised engineering projects. 

These systems retain the core benefi ts of standardisation, such as cost effi ciency, reduced design time and 
streamlined production, while allowing for targeted modifi cations to meet specifi c customer requirements. Typi-
cal adjustments include changes to pre-selected pumps (e.g. switching to Profi net-compatible models), relocat-
ing terminal boxes, replacing valves and seals, resizing skids and altering mounting frames. 

   An interim solution between standard dosing stations and
 freely engineered customer projects
 Retains most of the advantages of standard standards 
 (DULCODOS Universal, DULCODOS Compact and 
 DULCODOS Panel ) in terms of effi ciency and costs
 Only available for minor modifi cations 

Metering System DULCODOS

Modifi ed standard

Your Benefi ts

more Info
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ProMinent’s custom systems are engineered to deliver precision, reliability and seamless integration 
across a wide range of chemical metering and water treatment applications.

Customised doesn’t just mean modifi ed - it means purpose-built from the ground up to meet the exact requirements 
of your process, environment, and industry. Whether it is selecting specifi c pump types, integrating advanced 
control technologies, or designing for unique spatial constraints, ProMinent works closely with clients to create 
functional and effi cient systems. 

Metering System DULCODOS

Design to order

Technical Details

 Customised advice on system design, engineering, production 
processes, documentation and commissioning  

 Processing via individual Project management 
 Flow meters (Simmens, IFM etc.): 

For precise measurement of the chemical fl ow rate
 Suction assemblies: 

Different types of suction assemblies to ensure proper chemical 
intake

 Level switches: 
To monitor and control the chemical levels in the tank

 Emptying options: 
Various options for emptying the tank, including actuated ball valves

 Hand mixers/stirrers: Available in different materials like PP, PVDF, or 
stainless steel, with various output options.

 The system has almost no limits! 
 Our experts handle the system engineering for your tailor-made 

application solution
 Customised advice on system design, engineering, production 

processes, documentation and commissioning  
 Processing via individual project management
 Combines process reliability and customer-specifi c metering 

tasks 
 In all sizes as a skid or dosing cabinet 
 All pump types can be used regardless of 

pressure and volume t 
 Design to order

Your Benefi ts

more Info
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PE storage tanks produced in a 
rotation process.

ProMinent metering pumps, suc-
tion lances and stirrers can all be 
added. The stackable PE collecting 
pans are available in matching 
sizes.

 Environmentally-friendly 
storage of liquid chemicals 

 Robust and durable design 
in UV-stabilised PE 
(polyethylene) 

 Scale for litres and US 
gallons  

 Simple to install with sin-
tered threaded sockets for 
fi xing ProMinent metering 
pumps and stirrers on 
tanks

Storage and Dosing Tanks

Chemical storage standardise your process

Your Benefi ts

more Info

Production to customers’ specifi c requirements and in accordance 
with test certifi cation. 

After specifi cation of the key requirements, including fi ll medium, installa-
tion place, storage conditions, as well as service life, a statistical calcu-
lation of the storage tank volume is produced which then provides the 
technical basis for detailed construction drawings.

 One freely selectable metering pump mounted on a tank
 Excellent process reliability of the products, thanks to 25 

years of experience in the engineering and production of 
plastic 
storage tanks

 Wide diversity of installation components and storage tank 
accessories  

 Selection of a suitable material after testing its 
chemical resistance and process-specifi c requirements. 

 Excellent manufacturing quality by the use of 
state-of-the-art plastics processing machines

Your Benefi ts

Storage Tanks
Useful capacity 500 l- 50,000 l, 
indoor and outdoor installation

Dosing Tanks
Available capacities (litres):
35, 60, 100, 140, 250, 500, 1,000,
1,500

more Info
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DULCODOS SAFE-IBC is a special metering and emptying station for Intermediate Bulk Containers 
(IBC) with almost complete residual.

The customer positions and fi xes the IBC on the respective installation surface of the retaining tank, which is 
slightly inclined forward. Using leak-proof safety couplings and hoses, the IBC is connected to an intermediate 
tank of approximately 200 litres fi tted to the left side of the retaining tank. Alternatively, the station can be 
ordered with a standpipe and tank volume of approx. 60 litres.

Metering and emptying station DULCODOS SAFE-IBC

Safety as a priority with the reliable metering of liquid chemicals

Storage and Dosing Tanks

Technical Details

 Collection pan and intermediate tank both have DIBt approval 
Z-40.21-585 (German Institute for Building Technology)

 For chemicals with a density of up to max. 1.8 kg/dm3

 For liquids on the media lists 40-1.1 published by the DIBt
 Collecting pans: To catch any spills and ensure a clean and safe work-

ing environment
 Calibration units: For controlled and precise metering
 Vacuum cylinders and siphon vessels: For handling specifi c  chemicals 

and ensuring proper dosing
 Leak sensors: To detect any leaks and ensure safety compliance

 Maximum operating safety
 Excellent process reliability due to interruption-free metering in 

the process 
 Secure installation of an IBC on a special roll-under collection 

pan construction. Any drops are reliably collected and cannot 
escape at the installation site. 

 Almost complete residual drainage of the IBC 
 Intermediate tank with a volume of approx. 

200 litres combined with an integrated metering station 
 Collection pan and intermediate tank both have 

DIBt approval Z-40.21-585
 Selection of dosing systems to choose from 

Your Benefi ts

Storage and drainage of IBCs up 
to 1,000 l – metering of chemi-
cals up to 1,000 l/h

more Info
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 Process reliability 
 The metering systems of the DULCODOS series boasts 
 consistently reliable components, which guarantee precise and   
 safe metering of various fl uids.

Flexibility
 The metering systems comes prepared for suction-side 
 connections and can be fl exibly adapted to the customer’s   
 needs.

Time and cost savings
 The metering systems of the DULCODOS series are a 
 plug-and-play-solution, enabling quick and easy installation 
 without any additional costs.

Individual options 
 The metering systems offers plenty of options, such as priming   
 aids, overfl ow vessel with acid vapour separator, fl ush functions,  
 leak sensors and much more to meet individual customer 
 requirements.

Plug-and-Play 
 Wide range of options from the modular system with 
 ready-to-connect electrics and hydraulics

Benefi ts of the ProMinent Metering Systems


