
DULCOTEST SENSORS
In-House Manufacturing with Decades of Expertise

Technical Data Sheet

FOR PRECISE AND RELIABLE MEASUREMENTS
ProMinent’s DULCOTEST sensors are designed for precise, reagent-free, and low-maintenance monitoring of 
many process variables in water and wastewater applications across industrial, municipal, and aquatic sectors.

ProMinent ensures reliability by manufacturing our own sensors across three manufacturing sites, which includes 
glass-blowing, individual component construction, final assembly and quality checks. Our passion and expertise 
comes through with over 60 years of research and development, leading to over 150,000 sensors 
produced every year.

FEATURES	 BENEFITS
In-House Manufacturing 	����������������������������������������	 Confidence in consistent quality reduces the risk of potential 

downtime due to sensor failures

Decades of Expertise..............................................	 Trust in a proven technology

Comprehensive Sensor Portfolio	����������������������������	 One source for measuring most parameters simplifies 
integration and training

Reagent-Free Amperometric Sensors ....................	 Lowers maintenance costs and reduces downtime

Full System Integration............................................	 Combined with controllers and housings for seamless integration

APPLICATIONS
We offer a wide array of Amperometric, Glass and Conductivity sensors used in applications for industrial, municipal 
and aquatic water and wastewater markets.
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PROVEN SOLUTIONS THAT MEET YOUR NEEDS

ProMinent Fluid Controls offers the highest quality metering 
pumps, disinfection systems, polymer preparation systems, 
metering systems for solids, instrumentation, and custom 
designed systems. The Group is headquartered in Heidelberg, 
Germany with more than 2,800 employees throughout 50 sales 
and service locations and 11 production sites. With over 60 
years of experience, our expertise and wide range of products 
positions us as your reliable solution partner for the treatment 
of water. To learn how we can help you, contact us at:

ABOUT PROMINENT NORTH AMERICA

Your partner for in-house system design, 
manufacturing, testing and certification, with complete 
aftermarket services, including field technicians for 
startup and repair, technical support, training, along 
with a large inventory of spare parts and components 
to keep your system operating at peak performance.

UNITED STATES OFFICE:
Pittsburgh, PA • (412) 787-2484
prominentcsd-us@prominent.com
www.prominent.us

CANADA OFFICE:
Guelph, ON • 1-888-709-9933
sales-can@prominent.com
www.prominent.ca

Technical Data Sheet

SELECTION GUIDE FOR ProMinent SENSORS
Capacity Data

Measured Variable Overall Measurable Range Sensor Type Maximum Pressure Temperature Range
Bromine BCR 1 0.01-10.0 ppm 14.5psi (1 bar) 41-113F (5-45C)

BRE 1 0.01-10.0 ppm 43.5 psi (3 bar) 41-113F (5-45C)
BRE 2 0.02-15.0 ppm 43.5 psi (3 bar) 41-113F (5-45C)

Chlorine Dioxide CDE 2 0.01-10.0 ppm 14.5psi (1 bar) 41-113F (5-45C)
CDR 1 0.01-10.0 ppm 43.5 psi (3 bar) 41-131F (5-55C)
CDR 1-CAN 0.01-10.0 ppm 43.5 psi (3 bar) 41-131F (5-55C)

Chlorite CLT 1 0.02-2.00 ppm 14.5psi (1 bar) 41-104F (5-40C)
CLT 1-CAN 0.05-2.00 ppm 14.5psi (1 bar) 34-104F (1-40C)

Conductivity Consult Catalog Inductive/Conductive
Corrosion Admirality mils per year (mpy) Consult Catalog -

Carbon Steel mils per year (mpy) Consult Catalog -
Copper mils per year (mpy) Consult Catalog -
Cupro-Nickle mils per year (mpy) Consult Catalog -
Stainless Steel mils per year (mpy) Consult Catalog -
Zinc mils per year (mpy) Consult Catalog -

Dissolved Oxygen DO 3 0.1-20.0 ppm 29psi (2 bar) 32-122F (0-50C)
Fluoride FLEP 0.05-10.0 ppm 101.5psi (7 bar) 34-95F (1-35C)
Free Chlorine CLE 3 0.01-100 ppm 14.5psi (1 bar) 41-113F (5-45C)

CLE 3-CAN 0.01-10.0 ppm 14.5psi (1 bar) 41-113F (5-45C)
CLE3-DMT 0.05-50 ppm 14.5psi (1 bar) 41-113F (5-45C)
CLE 3.1 0.01-10 ppm 14.5psi (1 bar) 41-122F (5-50C)
CLE 3.1-CAN 0.01-10.0 ppm 14.5psi (1 bar) 41-113F (5-45C)
CLO 1 0.02-10.0 ppm 116.0 psi (8 bar) 41-113F (5-45C)
CLO 2 0.02-2.00 ppm 116.0 psi (8 bar) 104-158F (40-70C)
CLO 3 0.02-10.0 ppm 116.0 psi (8 bar) 41-113F (5-45C)
CLO 4 0.02-2.00 ppm 116.0 psi (8 bar) 104-158F (40-70C)
CLR 10.0-200 ppm 14.5 psi (1 bar) 41-113F (5-45C)

Free Chlorine/Bromine CBR 1 0.01-10.0 ppm 14.5 psi (1 bar) 34-113F (1-45C)
Hydrogen Peroxide PER 1 0.50-2000 ppm 14.5 psi (1 bar) 32-122F (0-50C)

PEROX H 3E 0.50-500 ppm 43.5 psi (3 bar) 32-113F (0-45C)
ORP (Oxidation) Consult Catalog Potentiometric
Ozone OZE 3 0.02-2.00 ppm 14.5 psi (1 bar) 41-113F (5-45C)

OZR 1 0.02-2.00 ppm 14.5psi (1 bar) 41-122F (5-50C)
Peracetic Acid PAA 1 1.00-2000 ppm 14.5 psi (1 bar) 41-113F (5-45C)

PAA 2-3E 0.02-20.0 ppm 43.5 psi (3 bar) 32-104F (0-40C)
pH Consult Catalog Potentiometric
Temperature PT 100 32-212F (0-100C) 145 psi (10 bar) 32-212F (0-100C)

PT 1000 32-212F (0-100C) 145 psi (10 bar) 32-212F (0-100C)
Total Available Chlorine CGE 3 0.02-10.0 ppm 43.5 psi (3 bar) 41-122F (5-50C)

CGE 3-CAN 0.01-10.0 ppm 43.5 psi (3 bar) 41-113F (5-45C)
Total Chlorine CTE 1 0.01-20.0 ppm 43.5 psi (3 bar) 41-113F (5-45C)

CTE 1-DMT 0.01-10.0 ppm 43.5 psi (3 bar) 41-113F (5-45C)
CTE 1-CAN 0.01-10.0 ppm 43.5 psi (3 bar) 41-113F (5-45C)
CTE 2 0.01-20.0 ppm 43.5 psi (3 bar) 41-113F (5-45C)
CTE 2-CAN 0.01-10.0 ppm 43.5 psi (3 bar) 41-113F (5-45C)
CTE 3 0.02-20.0 ppm 43.5 psi (3 bar) 41-113F (5-45C)
CTE 3-CAN 0.01-10.0 ppm 43.5 psi (3 bar) 41-113F (5-45C)


